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Controls
16 A - 250 V AC switches
Screwless terminals
Type Colour Ref. No.
One-way switch white ALB45050

Two-way switch white ALB45051
aluminium ALB46051

ALB45051 ALB45056 polar white ALB44051
Double two-way switch white ALB45056

aluminium ALB46056
polar white ALB44056

Two-pole switch : simultaneous switching of 2 circuits white ALB45053
aluminium ALB46053
polar white ALB44053

Intermediate switch white ALB45054

polar white ALB44054

ALB45053 ALB45054

2 different connections are possible: with 2 two-way switches an 1 intermediate switch, lighting 
can be controlled from 3 points.

20 A - 250 V AC switches
Screw terminals
Type Colour Ref. No.
Two-way switch : normally open white ALB45021

polar white ALB44021

Double two-way switch : normally open white ALB45026

polar white ALB44026
ALB45026 ALB45024 Two-pole switch : simultaneous switching of 2 circuits white ALB45024

polar white ALB44024

16 A - 250 V AC luminous switches
Screwless terminals (without lamp)
Type Colour Ref. No.
One-way switch with indicator rocker white ALB45071

Two-way switch with indicator rocker white ALB45077
aluminium ALB46077
polar white ALB44077

ALB45077 ALB45076 Double two-way switch with indicator rocker white ALB45076
polar white ALB44076

L
N

1 1L

L

L
N

L

L

11

Altira
Inserts

white: RAL9011; polar white: RAL 9003

P
12

49
31

P
12

49
43

P
12

50
27

P
77

42
1

P
77

42
6

P
12

50
28

P
77

26
0

P
77

25
9

P
12

49
30

P
12

49
45

E
96

90
7-

3

E
96

90
8-

3

P
12

50
23

P
77

49
4

P
77

42
5

P
12

51
09

P
12

49
40

P
12

49
42

P
12

50
24

P
12

50
24

P
12

50
23



Wiring devices

ISC00942_07-2012_EN  36

10 A - 250 V AC push-buttons
Screwless terminals
Type Colour Ref. No.
One-way push-button : normally open white ALB45060

aluminium ALB46060
polar white ALB44060

Double one-way push-button : normally open white ALB45063
aluminium ALB46063

ALB45060 ALB45063 polar white ALB44063
Two-way switch + one-way push-button 16 A : 
normally open or closed according to wiring

white ALB45065
aluminium ALB46065
polar white ALB44065

10 A - 250 V AC luminous push-buttons
Screwless terminals (without lamp)
Type Colour Ref. No.
Normally open push-button with indicator rocker white ALB45072

aluminium ALB46072
polar white ALB44072

Normally open push-button with luminous label holder white ALB45062

ALB45072 ALB45062
polar white ALB44062

Normally open push-button with indicator rocker 
+ push-button

white ALB45070
polar white ALB44070

3 wiring possibilities (double two-way switches connection example)

ALB45070

Wiring for locator lamp 
(indicator on, lamp off)

Wiring for signal lamp 
(indicator on, lamp on)

 Wiring for pilot lamp 
(indicator continously on)

Roller blinds 10 / 16 A - 250 V AC
Roller blinds control

Type Colour Ref. No.
16 A one-way roller 
blinds switch (1)

Raise/Lower control of roller blinds 
by latched order

white ALB45087
aluminium ALB46087
polar white ALB44087

10 A roller blinds 
push-button (2)

Raise/Lower control of blinds or 
automation device by pulse-type 
order

white ALB45089

ALB45087 ALB45089 aluminium ALB46089
polar white ALB44089

(1) (2)
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Accessories
Indicator rockers
To identify a device, simply replace the switch or single or double push-button cover plate 
by a label-holder or VMC labeled cover plate.
Type Colour Ref. No.
Rocker 
with  label-holder

1 piece 45 mm white ALB45081

ALB45081 ALB45085
polar white ALB44081

Rocker 
with «VMC» marking

1 piece 45 mm white ALB45085

polar white ALB44085

Blind covers
Type Colour Ref. No.
Blind cover 
45 x 45 mm

Installed in place of a function white ALB45570
aluminium ALB46570
polar white ALB44570

Blind cover 
22.5 x 45 mm

Blanking of one of the double control 
mechanisms switches or push-
button

white ALB45571

ALB45570 ALB45571 aluminium ALB46571
polar white ALB44571

Upgrading a device 
Transformation of a device into a luminous device 
To upgrade all switches or push-buttons to a luminous device, use a rocker with indicator and 
lamp.
Type Colour Ref. No.
Rocker 
with  indicator
(without lamp)

1 piece 45 mm white ALB45083

ALB45083 ALB45084 polar white ALB44083
2 pieces 22.5 mm white ALB45084

polar white ALB44084
Indicators LED lamp
for switch and 
push-button

12 V DC - 0.4 W ALB45516

24 V DC - 0.8 W ALB45517

230 V AC - 0.5 mA energy savings ALB45514

230 V AC - 1.5 mA extra bright ALB45515

Transformation of a 16 A switch into a push-button
ALB45516  bSpring in a one-way switch: the switch becomes a push-button NO 

 bSpring in a two-way switch: the two-way switch becomes a push-button NO/NC

Type Ref. No.
Spring (to convert switch into push-button) Bag of 10 with tool S520299

S520299

white: RAL9011; polar white: RAL 9003
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Comfort controls
Dimmers
Push-button dimmers
Type Colour Ref. No.
Universal push-button dimmer 20- 350 VA
(Compliant with the interference suppression (EMC) 
standard EN 60669-2-1)

white ALB45190
aluminium ALB46190

polar white ALB44190

ALB45190

Rotary dimmers
Type Colour Ref. No.
400 VA, 1 - 10 V
for 230 V AC fl uorescent tubes (1)

4-wire 
connection

white ALB45194
aluminium ALB46194
polar white ALB44194

40 - 400 VA two-way (2) 2-wire 
connection

white ALB45192
aluminium ALB46192
polar white ALB44192

ALB45195 ALB45194, ALB45192
40 - 1000 VA (3) 3-wire 

connection
white
aluminium

ALB45195
ALB46195

polar white ALB44195

(1) (2) (3)

Max. control current: 200 mA. 
Compliant with the interference suppression (EMC) standard EN 60669-2-1.
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white: RAL9011; polar white: RAL 9003

Push-button 
dimmers

Rotary 
dimmers
40 - 400 VA 

Rotary 
dimmers
400 VA, 1 - 10 V

Rotary 
dimmers
40 - 1000 VA

ALB4x190 ALB4x192 ALB4x194 ALB4x195 Loads
20 W
350 W

40 W
400 W

40 W
1000 W

230 V AC incandescent and halogen lamps

20 VA
350 VA

40 VA
400 VA

40 VA
1000 VA

ELV halogen lamps with ferromagnetic transformer 
(non toroidal)

20 VA
300 VA

ELV lamps with toroidal transformer

20 VA
350 VA

ELV halogen lamps with electronic transformer

400 VA
1-10 V

230 V AC fluorescent tube, Ø 26 or 38 mm with 1-10 V electronic ballast
36 W with 10 electronic ballasts (1-10 V)
2 x 16 W, Ø 26 or 30 mm with 5 electronic ballasts (1-10 V)
Maximum control of 50 electronic ballasts (1-10 V) with an external relay

20 W
200 W

230 V AC fans

20 W
350 W

230 V AC convectors

60 W
600 W

230 V AC motors

Installation
Installed in place of a switch
May be controlled by push-buttons: up to 25 push-button without indicator lamp in the 
surrounding area
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Movement detectors 180°
Automatically control switching on lights in 
passageways:

 bDetection angle: complete 180°, partial 90° left 
or right

 bDetection area: 9 x 18 m
 bPresence area: 6 x 12 m 

(movement ± 10 cm, 1 m/s)
 bTime delay adjustable from 2 s to 20 min.
 bLight threshold adjustable from 5 to 10000 lux
 b Installation height: 1.20 m and 2.15 m
 bProtection degree: IP20

Type Colour Ref. No.

ALB45113

Universal 8 A (1) Selection mode:
 bAutomatic mode:

independent operation
 bManual mode:

combined with push-buttons
 bSlave mode:

combined with another 
detector

white ALB45113
aluminium ALB46113
polar white ALB44113

Resistive 300 W (2) Selection mode:
 bAutomatic mode:

independent operation
 bManual mode:

combined with push-buttons

white ALB45112
aluminium ALB46112
polar white ALB44112

(1) (2)

ALB45112

3-wire connection 2-wire connection

18 m

18 m

18 m

9 m 12 m
6 m
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Movement detectors

Universal 8 A Resistive 300 W
ALB4x113 ALB4x112 Loads 
2300 W 40 W - 300 W 230 V AC incandescent lamps

2000 W 40 W - 300 W 230 VAC halogen lamps

1050 VA ELV halogen lamps with wire-wound transformer 
(non toroidal)

1150 VA ELV halogen lamps with electronic transformer

2000 VA 
p.f. ≥ 0.9

230 V AC Ø 26 or 38 mm fluorescent tubes 
with conventional ballast

200 VA 230 V AC fans

2300 W 40 W - 300 W
p.f. ≥ 0.95

230 V AC convectors

200 VA 230 V AC contactors

Installation
Parallel connection: max. 2 detectors for a load
May be controlled by push-buttons: up to 25 push-button without indicator lamp 
in the surrounding area

white: RAL9011; polar white: RAL 9003
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Altira
Inserts

Time-delay switch
8A, 2 s- 12 min. time-delayed Colour Ref. No.

 bTime delay from 2 s to 12 min.
 bRemote control:
 v by push-buttons: maximum 25
 v by push-buttons with lamp: maximum 5
 bEquipped with a LED to indicate switch “On”
 bOptional switching on using conventional 

push-button
 bBlue night-time locator lamp included
 bCompliant with EN60669-2-1

white
aluminium
polar white

ALB45139
ALB46139
ALB44139

ALB4x139 Loads
 1840 W 230 V AC incandescent and halogen lamps

 1840 VA ELV halogen lamps with wire-wound transformer 
(non toroidal) and with electronic transformer

1840 VA 
p.f. ≥ 0.9 

230 V AC Ø 26 or 38 mm fluorescent tubes 
with conventional ballast

 500 VA 230 V AC compact fluorescent lamps

 3 A 230 V AC fans

 1840 W 230 V AC convectors

 Thermostat
8 A- 230 V AC Colour Ref. No.

 bSetting range from 5 to 30°C
 bPower supply: 230 V AC
 bPotential-free contacts
 bBreaking capacity:
 v resistive: 8 A (p.f. = 1), 230 V AC
 v inductive: 8 A (p.f. = 0.6), 230 V AC
 v motor: 2 A
 v 24 V: 1 A
 bEquipped with a LED to indicate thermostat 

“On”
 bDisplay of temperature set point

white
aluminium
polar white

ALB45120
ALB46120
ALB44120

ALB45120
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white: RAL9011; polar white: RAL 9003
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Security controls
Type Colour Ref. No.
16 A one-way 
key switch
3-positions (1)

 b3 positions with neutral position
 bLatched action in the 3 positions
 bExtraction of key in the 3 positions
 bKey type: KN n°640

white ALB45030
polar white ALB44030

10 A one-way 
key push-button 
3-positions (1)

 b3 positions with neutral position
 bLatched action in central position
 bExtraction of key in the neutral 

position
 bKey type: RONIS n°601

white ALB45031

ALB45030 polar white ALB44031

(1)

ALB45032

10 A one-way emergency key push-button ALB45032

10 A one-way emergency PB 1/4 lap unlock ALB45033

 10 A two-way key card switch (2)   white ALB45035
polar white ALB44035

ALB45035  10 A One-way and two-way key card switch (3) white ALB45036
polar white ALB44036

 bAllows a circuit to be switched on by the insertion of a card-key
 bPower supply 230 V AC.
 b10 A for resistive loads and 2A for motors
 bFluorescent tubes with magnetic  ballast: 1000 W
 bRelays and VMC: 700 W
 b Incandescent lamps, ELV halogen lamps 12 V or 24 V with converter: 500 W
 bELV halogen lamps 12 V or 24 V with transformer: 100 W

 (2) (3)
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Wiring devices

Socket-outlets
16 A 250 V AC standard socket-outlets shuttered
Single socket-outlets - standard - 45° slanted position - screwless terminals
Type Colour Ref. No.
2 P + E  white ALB45282

aluminium ALB46282
polar white ALB44282
red ALB45283
green ALB4528206

2 P + E 
tamperproof

red ALB45286
ALB45282 ALB45286

Single socket-outlets - standard - 90° straight - screwless terminals
Type Colour Ref. No.
2 P + side E white        ALB45287

red ALB45288
aluminium ALB46287

16 A 250 V AC double, triple socket-outlets shuttered
ALB45287 ALB45288 Double socket-outlets - 45° slanted position - screwless terminals

Type Colour Ref. No.
2 P + E white ALB45252

aluminium ALB46252
polar white ALB44252
red ALB45254

Luminous white ALB45253

ALB46287 aluminium ALB46253
polar white ALB44253
red ALB45255

2 P + E 
tamperproof

red ALB45256

Luminous red ALB45257

Triple socket-outlets - 45° slanted position - screwless terminals
ALB45253 Type Colour Ref. No.

2 P + E white ALB45262
aluminium ALB46262
polar white ALB44262
red ALB45264

Luminous white ALB45263
aluminium ALB46263
polar white ALB44263
red ALB45265

2 P + E 
tamperproof

red ALB45266

ALB45266

Luminous red ALB45267

Altira
Inserts

white: RAL9011; polar white: RAL 9003
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Can be mounted on all types of 2 P + E tamperproof socket-outels

Accessories
Inter-connection piece for 2P + E double and triple socket-outlets

Ref. No.
For fast, secure electrical connections ALB45291

ALB45291
Tamperproofi ng for tamperproof socket-outlets

Colour Ref. No.
red ALB45290

yellow ALB4529010

green ALB4529006

blue ALB4529005

ALB45290
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Data sockets
RJ45 LexCom and infraplus data sockets with dismountable connector.

 bRoHS compliant.
 bWide range of connectors to fi t all the needs, available in:
 v categories 5e, 6 and 6A,
 v unshielded and shielded versions:

- unshielded versions for U-UTP cables,
- shielded versions for F-UTP / U-FTP / S-FTP cables.

 bEasy integration and mounting into cover plates.
 bCover plates fi tted with retractable shutter and label-holder with label. 
 bFree choice of the position of the socket for all installation systems (poles, trunking...).

RJ45 LexCom data sockets with Actassi S-One connectors
 bA guarantee of performances.
 bEasy and reliable wiring without any specifi c tool.
 bVisible wiring colour code on the connector.
 bFaster cable termination by clipping.
 bCompact Form Factor.

Unshielded Shielded
Single Double Single Double

Category 5e
(100 MHz)

Colour Ref. No. Ref. No. Ref. No. Ref. No.
white ALB45300N ALB45340N ALB45301N ALB45341N

ALB45301N (1) 2 x (1) (2) 2 x (2)
Category 6
(250 MHz)

Colour Ref. No. Ref. No. Ref. No. Ref. No.
white ALB45302N ALB45342N ALB45303N ALB45343N

(3) 2 x (3) (4) 2 x (4)
Category 6A
(500 MHz)
10 Gigabits 
Ethernet network

VDIB17715U VDIB17715B

Colour Ref. No. Ref. No. Ref. No. Ref. No.

white ALB45308N ALB45348N ALB45304N ALB45344N
(5) 2 x (5) (6) 2 x (6)

Actassi S-one RJ45 connectors reference numbers included into Altira Lexcom data sockets 
(compliant with ISO/IEC 11801 including amendment 2:2010 for Cat 6A): (1) VDIB17715U, 
(2) VDIB17715B, (3) VDIB17716U, (4) VDIB17716B,(5) VDIB1771XU, (6) VDIB1771XB.

RJ45 LexCom data sockets 
Unshielded Shielded
Single Double Single Double

Category 5e
(100 MHz)

Colour Ref. No. Ref. No. Ref. No. Ref. No.
white ALB45300 ALB45340 ALB45301 ALB45341
Category 6
(250 MHz)

Colour Ref. No. Ref. No. Ref. No. Ref. No.
white ALB45302 ALB45342 ALB45303 ALB45343

ALB45301
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RJ45 infraplus data sockets with Actassi S-One connectors
 bA guarantee of performances.
 bEasy and reliable wiring without any specifi c tool.
 bVisible wiring colour code on the connector.
 bFaster cable termination by clipping.
 bCompact Form Factor.

Unshielded Foiled Shielded
Single Double Single Double Single Double

Category 5e 
(100 MHz)

ALB45325N ALB46325N

Colour Ref. No. Ref. No. Ref. No. Ref. No. Ref. No. Ref. No.
white ALB45305N ALB45325N ALB45315N ALB45335N ALB45345N ALB45355N
aluminium ALB46305N ALB46325N ALB46315N ALB46335N ALB46345N ALB46355N
polar white ALB44305N ALB44325N ALB44315N ALB44335N ALB44345N ALB44355N

(7) 2 x (7) (8) 2 x (8) (8) 2 x (8)
Category 6
(250 MHz)

VDIB17725U VDIB17725B

Colour Ref. No. Ref. No. Ref. No. Ref. No. Ref. No. Ref. No.
white ALB45306N ALB45326N ALB45316N ALB45336N ALB45346N ALB45356N
aluminium ALB46306N ALB46326N ALB46316N ALB46336N ALB46346N ALB46356N
polar white ALB44306N ALB44326N ALB44316N ALB44336N ALB44346N ALB44356N

(9) 2 x (9) (10) 2 x (10) (10) 2 x (10)
Category 6A
(500 MHz)
10 Gigabits 
Ethernet 
network
Colour Ref. No. Ref. No. Ref. No. Ref. No. Ref. No. Ref. No.
white ALB45307N ALB45327N ALB45317N ALB45337N ALB45347N ALB45357N
aluminium ALB46307N ALB46327N ALB46317N ALB46337N ALB46347N ALB46357N
polar white ALB44317N ALB44337N ALB44347N ALB44357N

(11) 2 x (11) (12) 2 x (12) (12) 2 x (12)
Actassi S-one RJ45 connectors reference numbers included into Altira infraplus data sockets 
(compliant with ISO/IEC 11801 including amendment 2:2010 for Cat 6A):  (7) VDIB17725U, (8) 
VDIB17725B, (9) VDIB17726U, (10) VDIB17726B, (11) VDIB1772XU, (12) VDIB1772XB. 

RJ45 infraplus data sockets
Unshielded Shielded
Single Double Single Double

Category 5e 
(100 MHz)

Colour Ref. No. Ref. No. Ref. No. Ref. No.
white ALB45330 ALB45360 ALB45331 ALB45361
Category 6
(250 MHz)

ALB45325 ALB46325

Colour Ref. No. Ref. No. Ref. No. Ref. No.
white ALB45332 ALB45362 ALB45333 ALB45363
Category 6A
(500 MHz)
10 Gigabits 
Ethernet 
network
Colour Ref. No. Ref. No.
white ALB45334 ALB45364
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Data sockets
Complementary offer
Cover plates supplied without RJ45 
connectors

Colour Compatible with Ref. No

For RJ45 Lexcom connectors white (1), (2), (3), (4), (5), (6) ALB45376
For 2x RJ45 Lexcom connectors white (1), (2), (3), (4), (5), (6) ALB45377
For RJ45 infraplus connectors white (7), (8), (9), (10), (11), (12) ALB45391

aluminium (7), (8), (9), (10), (11), (12) ALB46391
polar white (7), (8), (9), (10), (11), (12) ALB44391

For 2x RJ45 infraplus connectors white (7), (8), (9), (10), (11), (12) ALB45384
aluminium (7), (8), (9), (10), (11), (12) ALB46384
polar white (7), (8), (9), (10), (11), (12) ALB44384

For RJ45 AMP™ keystone connectors               
Can be used in the Altira cover plates: AMP 
1116515-1, AMP 1375055-x, AMP 1375188-1, AMP 
1375189-1, AMP 1375191-x

white ALB45380
polar white ALB44380

For 2x RJ45 AMP keystone connectors             
Can be used in the Altira cover plates:
AMP 1375055-x, AMP 1375188-1, AMP 1375189-1, 
AMP 1375191-x

white ALB45382
polar white ALB44382

For RJ45 Systimax™ connectors                          
Can be used with VDI Cover Plates: AVAYA 
MPS100E, AVAYA MGS400, AVAYA MGS500

white ALB45381
polar white ALB44381

For 2x RJ45 Systimax™ Cat 5 connectors 
ref. MPS100E
Can be used with VDI Cover Plates: AVAYA 
MPS100E

white ALB45383
polar white ALB44383

For RJ45 3M-Pouyet white ALB45390
polar white ALB44390

RJ45 cover plate shutters (10 units) Colour Ref. No
blue (IT) ALB45392
green (backbone) ALB45393
red (BMS) ALB45394
yellow (telephone) ALB45395

Systimax™ is a registered trademark of Commsocpe Solutions. 
AMP™ is a registered trademark.

white: RAL9011; polar white: RAL 9003
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Telephone sockets
LexCom telephone socket RJ12 MJ6/6 Pole Jack 
Type Colour Ref. No.
Single white ALB45313

Double white ALB45314

ALB45313 ALB45314
Infraplus telephone socket RJ12 MJ6/6 Pole Jack 
Type Colour Ref. No.

Single white ALB45318

Double white ALB45319

ALB45318 ALB45319 French telephone socket
Type Colour Ref. No.
Single white ALB45366

aluminium ALB46366
polar white ALB44366

ALB45366

TV/FM/SAT/Hi-Fi sockets
Front side connection 1 output (TV) 1 output (SAT) 2 outputs (TV+FM)
Rear side connection 1 input 1 input 1 input

Colour Ref. No. Colour Ref. No. Colour Ref. No.
white ALB45311 white ALB45312 white ALB45327

aluminium ALB46311 aluminium ALB46312

polar white ALB44311 polar white ALB44312 polar white ALB44327

Front side connection
IEC male ■ ■

ALB45311 IEC female ■
type F female ■

Specific features  bMale connector, 
shielded  Φ 9.52 mm

 bLoss: 0.5 dB
 bFrequency: 

 5-2400 MHz

 bWith passage of 500 
mA current for 
distributed Power 
supply

 bLoss: 0.5 dB
 bFrequency: 

5-2400 MHz

 bReturn channel 
available at FM end

 bFor all types of TV / 
FM installation

 bRecommended for 
network cables

 bLoss TV/FM: 1 dB
 bTV Frequency: 

120-862 MHz
 bFM Frequency: 

5-108 MHzALB45327 ALB45322

white: RAL9011; polar white: RAL 9003
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Wiring devices Altira
Inserts

TV/FM/SAT/Hi-Fi sockets (cont.)
Front side connection 3 outputs 

(TV + FM + SAT)
2 outputs 
(TV + FM)

3 outputs 
(TV + FM + SAT)

Rear side connection 1 input (TV/FM + SAT) 1 input + 1 output 2 inputs (TV/FM + SAT)

Colour Ref. No. Colour Ref. No. Colour Ref. No.
white ALB45329 white ALB45324 white ALB45322

Rear side connection, 
fast and pivoting with 
a right-angle coaxial 
plug

aluminium ALB46329 aluminium ALB46322
polar white ALB44329 polar white ALB44324 polar white ALB44322

Front side connection
- IEC male ■ ■ ■
- IEC female ■ ■ ■
- type F female ■ ■
Specific features - loss TV: 1.5 dB,

- loss FM: 2 dB,
- loss SAT: 3 dB
- frequency TV: ,
120-862 MHz,
- frequency FM: 
5-108 MHz,
- frequency SAT: 
950-2400 MHz.

Return channel-
available at TV end
for tapping to a 
second socket.
- loss TV/FM: 8 dB,
- TV Frequency: 
8-68/120-862 MHz,
- FM Frequency: 
88-108 MHz.

With passage of 
500 mA current.
- loss TV: 1.5 dB,
- loss FM: 1 dB,
- loss SAT: 3 dB,
- frequency TV: 
10-68/140-862 MHz,
- frequency FM: 
88-125 MHz,
- frequency SAT: 
950-2150 MHz.

For all types of TV / FM installation
Recommended for network cables

With passage of 
500 mA current 
for distributed power 
supply

Loudspeaker sockets
Loudspeaker sockets
Type Colour Ref. No.
Single socket spring terminal connections white ALB45387

polar white ALB44387

Double socket spring terminal connections white ALB45388
polar white ALB44388

ALB45388

45x45 cable outlets
For 6-12 mm dia. cable
Type Colour Ref. No.
20 A IP33 1 cable outlet - 45x45 mm white ALB45596

aluminium ALB46596
polar white ALB44596

Universal cable outlets
ALB45596 For 6-12 mm dia. cable

Type Colour Ref. No.
16/20 A  IP21 1 cable outlet  - 78x78 mm polar white S260633

IPX4 1 cable outlet - 78x78 mm polar white S260644

IP33 2 cable outlets with 4 terminals
80x90 mm

white ALB57288

For 11-19 mm dia. cable
Type Colour Ref. No.
32 A IP21 1 cable outlet without terminal 

with claws mounting in 85 mm box
101x101 mm

polar white ALB57284

white: RAL9011; polar white: RAL 9003
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Luminous indications
Flat luminous indicators (without lamp)
 Colour Ref. No.

red ALB45545
green ALB45546
orange ALB45547
colourless ALB45548

ALB45545
Flat luminous indicator with 22.5 mm diffuser (without lamp)
Type Ref. No.
Base for 2 x 22.5 mm 
diffuser flat indicators                    + +

ALB45520

Diffusers
Type Colour Ref. No.
22.5 mm diffusers red ALB45525

ALB45520 green ALB45526
orange ALB45527
colourless ALB45528

ALB45525 ALB45526 ALB45528

Lamp for fl at luminous indicators

Type Ref. No.
12 V DC neon ALB45530

24 V DC neon ALB45531

230 V AC neon ALB45532

ALB45530

Sound indication
Buzzer
Type Colour Ref. No.
24 V DC, 8 V and 230 V AC white ALB45512

polar white ALB44512

ALB45512 white: RAL9011; polar white: RAL 9003
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Altira antibacterial
Inserts

Antibacterial controls
16 A - 250 V AC switches
Screwless terminals
Type Colour Ref. No.
Two-way switch polar white ALB47051

Two-way switch with indicator rocker polar white ALB47077

ALB47051 ALB47056
Double two-way switch polar white ALB47056

10 A - 250 V AC push-buttons
Screwless terminals
Type Colour Ref. No.
One-way push-button polar white ALB47060

Double one way push-button polar white ALB47063

ALB47060
Normally open push-button with indicator rocker polar white ALB47072

Roller blinds 10 / 16 A - 250 V AC
Roller blinds control
Type Colour Ref. No.
16 A one-way roller 
blinds switch (1)

Raise/Lower control of roller 
blinds by latched order

polar white ALB47087

10 A roller blinds 
push-button (2)

Raise/Lower control of blinds 
or automation device by pulse-
type order

polar white ALB47089

ALB47087 ALB47089
(1) (2)

Antibacterial accessories
Blind covers
Type Colour Ref. No.
Blind cover 
45x45 mm

Installed in place of a function polar white ALB47570

Blind cover
22.5 x 45 mm

Blanking of one of the double 
control mechanisms switches 
or pushbutton

polar white ALB47571

ALB47570 ALB47571
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polar white: RAL 9003
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 Antibacterial socket-outlets
16 A - 250 V AC rotoclip socket-outlets shuttered
Single socket-outlets - shuttered - 45°/90° Rotoclip - screwless terminals
Type Colour Ref. No.
2 P + E polar white ALB47282

  Bact
er

io
logy  &   biology  test  

polar white: RAL 9003

P
13

21
80

P
77

45
3



Wiring devices

ISC00942_07-2012_EN  52

polar white: RAL 9003

Push-button dimmer Rotary dimmers
40 - 400 VA

ALB47190 ALB47192 Loads
20 W
350 W

40 W
400 W

230 V AC incandescent and halogen lamps

20 VA
350 VA

40 VA
400 VA

ELV halogen lamps with ferromagnetic transformer 
(non toroidal)

20 VA
300 VA

ELV lamps with toroidal transformer

20 VA
350 VA

ELV halogen lamps with electronic transformer

230 V AC fluorescent tube, Ø 26 or 38 mm with 1-10 V electronic ballast
36 W with 10 electronic ballasts (1-10 V)
2 x 16 W, Ø 26 or 30 mm with 5 electronic ballasts (1-10 V)
Maximum control of 50 electronic ballasts (1-10 V) with an external relay

20 W
200 W

230 V AC fans

20 W
350 W

230 V AC convectors

230 V AC motors

Installation
Installed in place of a switch
May be controlled by push-buttons: up to 25 push-button without indicator lamp in the 
surrounding area

Dimmers
Push-button dimmers
Type Colour Ref. No.
Universal push-button dimmer 20- 350 VA polar white ALB47190

ALB47190

Rotary dimmer
Type Colour Ref. No.
40 - 400 VA two-way 2 wire connection polar white ALB47192

ALB47192
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Antibacterial telephone sockets
French telephone socket
Type Colour Ref. No.
Single polar white ALB47366

ALB47366

Antibacterial data sockets
RJ45 Alombard data sockets polar white

Foiled Shielded
Single Double Single Double

Category 6
(250 MHz)

Colour Ref. No. Ref. No. Ref. No. Ref. No.
ALB47316N white ALB47316N ALB47336N ALB47346N ALB47356N

(10) 2 x (10) (10) 2 x (10)
Actassi S-one RJ45 connectors reference numbers included into Altira infraplus data sockets 
(compliant with ISO/IEC 11801 including amendment 2:2010 for Cat 6A): 
(8) VDIB17725B, (10) VDIB17726B.

VDIB17715U VDIB17715B

polar white: RAL 9003

Antibacterial standard surface mounted boxes
1 gang
For fixing frame ALB45621
Type Dimensions (mm) Colour Ref. No.
Depth 40 mm 80 x 80 polar white ALB47440

 2 inserts side-by-side horizontal and 2 gang vertical

ALB47440 For fixing frame ALB45624 et ALB45623
Type Dimensions (mm) Colour Ref. No.
Depth 40 mm 80 x 140 polar white ALB47444

3 inserts side by side horizontal
For fixing frame ALB45624 et ALB45623
Type Dimensions (mm) Colour Ref. No.

ALB47444 Depth 40 mm 80 x 195 polar white ALB47446

ALB47446

Antibacterial TV/FM/SAT/Hi-Fi sockets
Front side connection 1 output (TV)
Rear side connection 1 input

Colour Ref. No.
polar white ALB47311

ALB47311
Front side connection

IEC male ■
Specific features  bMale connector, shielded  Φ 9.52 mm

 bLoss: 0.5 dB
 bFrequency:  5-2400 MHz
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Altira for KNX system
Inserts

Introduction
 bThe following Altira control devices have to be connected to KNX bus line. 
 bThe KNX bus line is laid in parallel to the 230 V power supply.  
 bWhen Altira sensor is activated (for example, a push-button), an actuator (e.g. the roller 

shutter control) will carry out all the switching commands required. 

Controls
Push-buttons
Push-buttons  - with screwless bus connecting terminals

Type Colour Ref. No.
2 buttons 
and 2 blue 
status LEDs

 bWith set of 10 symbols:
 v 2x symbol with light opening,
 v 1x symbol “1”,
 v 1x symbol “0”,
 v 2x symbol for dimming,
 v 2x symbol for shutter,
 v 2x symbol (neutral).

white ALB45150
aluminium ALB46150
polar white ALB44150

ALB45150

4 buttons 
and 4 blue 
status LEDs

 bWith set of 20 symbols:
 v 4x symbol with light opening,
 v 2x symbol “1”,
 v 2x symbol “0”,
 v 4x symbol for dimming,
 v 4x symbol for shutter,
 v 4x symbol (neutral).

white ALB45151
aluminium ALB46151
polar white ALB44151

ALB46151

2 buttons, blue 
status LED 
and Infra Red (IR) 
receiver

 bThe status LED is located 
under the symbol window.
The functions of each of the 
button can be triggered using an 
IR remote control.

 bThe push-button is pre-
programmed for operation 
with a IR remote control( ref. No.
MTN570222). Many other IR 
remote controls (e.g. existing TV 
or CD player remote controls) 
can be taught into the push-
buttons.

white ALB45152
aluminium ALB46152
polar white ALB44152

ALB45152

KNX software functions: Switching, toggling, dimming (single/dual-surface), blind (single/
dual-surface), pulse edges trigger 1-, 2-, 4- or 8-bit telegrams (distinction between short 
and long operation), pulse edges with 2-byte telegrams (distinction between short and long 
operation), 8-bit linear regulator, scene retrieval, scene saving, disable functions.

Infra Red (IR) remote control for IR push-button receiver

Type Colour Ref. No.
10-channel IR 
remote control

 bUp to 20 m range
 bDelivered without battery
 v 2 microcells (IEC LR 03, AAA)

black MTN570222

2

MTN570222

Actuators
(command 
receivers)

Sensors
(command 
givers)

Loads

Dimmer Output
relay

Commissioning,
visualisation of the installation ...

Shutter
control

white: RAL9011; polar white: RAL 9003
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Comfort controls
Movement detector 180°- with screwless bus connecting terminals

Type Colour Ref. No.

When a movement is detected, a data telegram 
defi ned by the programming is transmitted.

 bTwo movement sensors: the sensitivity and range 
can be set separately for each sensor

 bDetection angle: 180°
 b Installation height : 1 m to 2.5 m
 bDetection area at 2.15 m mounting height : Approx. 

9 m on all sides, adjustable in 10 steps (rotary switch 
or ETS)

 bDetection brightness: Infi nite setting from approx. 
10 lux to approx.1000 lux (rotary switch) or from 
10 lux to 2000 lux (ETS)

 bOvershoot time: Adjustable in 6 steps from approx. 
1 s to approx. 8 min (rotary switch) or adjustable 
from 1 s to 255 hours (ETS)

 bEC guidelines: Low-voltage guideline 2006/95/
EEC and EMC guideline 2004/108/EC

white ALB45153
aluminium ALB46153
polar white ALB44153

ALB45153

KNX software functions: 5 movement blocks: up to 4 functions can be triggered per block. 
Telegrams: 1 bit, 1 byte, 2 bytes.

Temperature control unit - with screwless bus connecting terminals
Colour Ref. No.

 bWith display and 4 buttons
 b2-step control, continuous PI controller, switching 

PI controller (PWM)
 bOutput: continuous in the range 0 to 100% 

or switching ON/OFF
 bController mode:
 v Heating with one controller output
 v Cooling with one controller output
 v Heating and cooling with separate controller 

outputs
 v Heating and cooling with one controller output
 v 2-step heating with 2 control outputs
 v 2-step cooling with 2 control outputs
 v 2-step heating and cooling with 4 control outputs
 bOperating modes: Comfort, comfort extension, 

standby, night reduction, frost/heat protection
Move all setpoints, save all setpoint temperatures 
and operating modes when reset, external 
temperature monitoring, additional output 
of the control value as 1 byte value on the PWM.

white ALB45154
aluminium ALB46154
polar white ALB44154

ALB45153

For more information on functions and products in association with KNX go to Schneider Electric 
KNX catalogue.

white: RAL9011; polar white: RAL 9003

P
ic

to
_a

lb
45

15
3

P
ic

to
_a

lb
45

15
4

00
03

10
08

00
03

10
11


