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o | N ST A LL ELECTRICAL SWITCHES AND SOCKETS ELECTRICAL SWITCHES AND SOCKETS
a Frames and installation boxes for switches and sockets Frames and installation boxes for switches and sockets

Frame - for LIFE STYLE series Console box for plasterboard

P;Oc:\/nga(:g:) Catalogue number Packing (pcs) ~ Catalogue number
double frame 10/400 24262 triple 160 24205
triple frame 10/400 24201 quadruple 150 24206
quadruple frame 10/400 24202 * Single, double and triple swich or socket use triple console
sixfold frame 10/200 24206LF

* Single switch or socket use triple frame

Console box for brick and concrete - for LIFE STYLE series Console box for plasterboard

ol Packing (pcs) ~ Catalogue number Packing (pcs) ~ Catalogue number
triple 10/300 24203 240 19273
quadruple 10/200 71304
sixfold 10/200 68206

* Single, double and triple swich or socket use triple console




ELECTRICAL SWITCHES AND SOCKETS ELECTRICAL SWITCHES AND SOCKETS
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Console box

Distribution boxes - square type

Type Packing (pcs)  Catalogue number
Console box 300 1927302
Size (m
Type w H Catalogue number
Distribution Box 80 80 50 100 1927402
Distribution Box 100 100 50 100 1927401

Console box multi-type

Distribution boxes for plasterboard - square type

Type Packing (pcs) ~ Catalogue number
Console box for multi-type 250 1927301
Size (mm) Packing
Type L w H (pes) Catalogue number
Distribution Box for plasterboard 80 80 45 100 1927405

Distribution Box for plasterboard 100 100 45 100 1927404
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Frames and installation boxes for switches and sockets Waterproof junction boxes
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Waterproof junction boxes

. Plastic junction boxes with different shapes and dimensions. Designed for cable lines exten-
sion or tapping at cable installations laying. Made of ABS material with openings for input - output
conductors, with rubber gasket to provide the corresponding IP rate. Resistant to chemical, thermal
P44 and UV rays. Direct wall mounting with screws.
Documentation corresponding to the product:
Standard: EN 60670-1

Distribution boxes for plasterboard - round type -

Technical data:
* Rated voltage: up to 1000V
* Material: ABS

; *IP rate: IP 44/54

Type d (mm) Packing (pcs) Catalogue number
Distribution Box for plasterboard 65 240 1927403
Distribution Box for plasterboard 70 200 1927407
85x85x50
Distribution Box for plasterboard 80 100 1927409 I ————
P44
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Distribution boxes - round type Gasket
: " : . Ingress .
o _ Box dimensions (mm dimensions
N e - P (mm) R Packing/  Catalogue
(mm) " Box number
rating IP
P54 W ¢ C
WB50/50 50 - - 50 225 17 44 320 8070
WB80/50 80 - - 50 225 17 44 240 8071
WBB85/85/50 - 8 85 50 225 185 44 200 8072
WB100/100/70 - 100 100 70 30 23 54 100 8073
.
Type d (mm) Packing (pcs) Catalogue number £ WB150/110/70 - 150 110 70 28 23 54 60 8076
Distribution Box 70 300 1927406 WB150/150/70 - 150 150 70 35 29 54 56 8074
Distribution|Box 30 200 1927408 WB200/100/70 - 20 100 70 35 29 54 60 8075
WB200/155/80 - 200 155 80 35 29 54 40 8077
WB255/200/80 - 255 200 80 35 29 54 30 8078
= - WB300/250/120 - 300 250 120 35 29 54 10 8079
WB400/350/120 - 400 350 120 35 29 54 5 8080
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